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Fixed Branch

E300

Internet
Optional 3rd-party

L2/L3 Switch

Wi-Fi Clients

Wired Clients

Routing

Static
– BGP
− OSPF
–  RIP

Stateful Firewall

Zones
 Access-Lists

Conn Tracking
NAT

VPN

– IPsec
– DMVPN
– Auto VPN
– GRE

Security

 IPS/IDS
Web Filtering

– ZScaler
Application Aware

Connection Manager

Software Defined Modem
Smart WAN Selection

 Failover/Failback

Cloud-delivered:Endpoint-delivered:

Reference Architecture     E300-C18B

Cloud

NetCloud Service

Management

Policy Definition
Configuration

 Troubleshooting
Software Lifecycle

Insights & Analytics

App Analytics
Reporting
Alerting
Usage Analytics

1 GbE

SFP+
1-10 GbE

Built-in 802.11ax Wi-Fi 6 
Access Point, Multiple SSIDs

Built-in 4-Port Gigabit
L2/L3 Switch

Embedded 4G LTE 
Cat 18 Modem

Gigabit Ethernet 
Wired WAN

1 GbE

1.2 Gbps

SD-WAN
Members

Cloud Management

1.2 Gbps

Hybrid Wired & Wireless WAN, 
Secure Direct Internet Access to Cloud Apps


